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MODEL: SL150-LED200lm | INTEGRATED LED STEP LIGHT

Fixture: SL150

Lamp: LBIPIN-LED200lm
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Specification Sheet

Type:

Model:

Project:

MODEL: LBIPIN-LED-200lm  |  200 LUMEN G4 BIPIN LED LAMP
With a strong silicone encasing to protect the LEDs, this bi-pin LED lamp is compact and durable. This lamp uses less wattage than incandescent 
bulbs. Because of this, you can save on power and stay safe. Ideal for path lights. Produces warm white, gentle glow.  
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CONSTRUCTION: Water-resistant silicone coating.

LED CHIPS QUANTITY: 48 LED chips.

PINS: G4 bi-pin, dual contacts.

WARRANTY: Ten year warranty.

DIMENSIONS:

Height from top of pins to top of lamp

Width

Bi-Pins Length

Ship Weight

 1.125 inches

0.5 inches

 0.25 inches

0.17 pounds

SPECIFICATIONS:

 WATTS: 2.5 watts
BEAM ANGLE: 360° degrees
BEAM SPREAD: Full
LIGHT OUTPUT: 200 lumens

 COLOR: Warm White
COLOR TEMPERATURE: 2700K
OPERATING VOLTAGE: 8 - 24 volts
CRI: ~80
RATED HOURS: >25,000 hours
AMBIENT OPERATING TEMPERATURE: -20°C – 50°C
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