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MODEL: SL26-LED | INTEGRATED LED STEP LIGHT

Fixture: SL26-LED

Lamp: INTEGRATED
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53.8 FT 0.01 FC

35.9 FT 0.03 FC
40.4 FT 0.02 FC

17.9 FT 0.11 FC
 0.20 FC

Specification Sheet
MODEL: SL26-LED  | INTEGRATED LED 

STEP LIGHT

West Coast Hub: Temecula, CA • East Coast Hub: Sanford, FL

Alliance Outdoor Lighting • (800) 930-6225 • www.allianceoutdoorlighting.com

240506

Rev. 11/2024

Page 2 of 2

FINISH OPTIONS:

Aged Brass (Standard)
Premium Black Overcoat (Add -BLK)

HOW TO SPECIFY:

BASE PART #
SL26-LED

ORDERING # 
SL26-LED
SL26-LED-BLK

FINISH
Aged Brass (Standard)
Premium Black Overcoat

SUFFIX 

-BLK

Example: SL26-LED-BLK

INTEGRATED LED MODULE DETAILS:

WATTS: 7W
  LUMENS: 570LM
 COLOR: Warm White

COLOR TEMPERATURE: 2700K
OPERATING VOLTAGE: 10 VAC - 15 VAC
CRI: Ra>80
RATED HOURS: 30,000 Hours
AMBIENT OPERATING TEMPERATURE: ~40°C ~ +85°C
DIMMING: None
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Example: SL26-LED-BLK

INTEGRATED LED MODULE DETAILS:

WATTS: 7W
  LUMENS: 570LM

COLOR: Warm White
COLOR TEMPERATURE: 2700K
OPERATING VOLTAGE: 10 VAC - 15 VAC

 CRI: Ra>80
RATED HOURS: 30,000 Hours
AMBIENT OPERATING TEMPERATURE: ~40°C ~ +85°C

 DIMMING: None
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